











DIMENSIONAL  DATA

=T 5MP22
e i - 1500 _
MIMN
I
H I  — —
AWG
!
5MP26
(400 VDT - 600 VDC) 1
o Q| 0.360+-0.010
i
SLOT 0.156
8o 5 - +0.00%
HO.0 i H -

J |
T,_|J L_,: \\ ,/’J

I 1
0O +0.003

SMP26

(800 VDG = 2000 WDC) 1

o Q | 0550+-0.010
i

SLOT 0238 X 0.315
0258 _ | | 5 2l +H0.003
H0.010 g

i FE
I ,_eJ L_, I \ ,HJ
0U040+-0.005

(a"'EIer:tr‘Dﬂir:
¥ Concepts Rev.2




SMP27

1400 WDG - 600 VDC) o

]]

Q180 __ [ [
#0010 _

o

I
003140003

!
0380+-0010
I

SLOTOSE X 0218

i

5MP27

(800 VDT — 2000 VDC)

L]

}]

258 i
+-0.0110

L o]

i I
0.040+-0.005

!
055040010
I

SLOTO0236 X035

o T —

(C5

Electronic
Concepts

Rev. 2



ADDITIONAL INFORMATION

Electronic Concepts is the only major manufacturer to offer polypropylene capacitors in three different
configurations. Each is designed to fill a specific mechanical layout requirement; encompassing such
parameter goals as optimizing pcb density or spacing. Now for the first time the circuit design dictates
which EC capacitor to select!

In addition, because radial tab terminals are available, greater reliability can be realized,
especially in hostile environments such as shock and vibration. Tabs also allow for lower
inductance and higher RMS current carrying capacities versus other brands that can only be
specified with wire leads. In addition, tabs offer the option of surface mounting.

HOW TO ORDER

TYPE

Metallized Polypropylene
STYLE /VOLTAGE
Axial Leads (26: radial tabs--low profile or 27: radial tabs--high profile); / =
J=400VDC; K=600VDC; etc.

CAPACITANCE IN PICOFARADS

The first two digits are significat, the third represents the number of zeros K
(e.g. 475=4700000pF)

TOLERANCE

K=+10% Other tolerances available.

-

Marking and Date Code

All capacitors are marked with company initials "EC", corporate logo or EC trademark—in addition to type 5MP2, capacitance,
tolerance, rated DC working voltage and date code. The first two digits of the date code represent the year, the second two digits the
week, i.e., 0952 is the 52nd week of 2009, 0902 is the second week of 2009.

Quality Assurance

Major emphasis is placed on quality assurance. EC is an ISO 9001-2000 and AS9100:2004 Certified Company. Raw material
inspection and the use of SPC manufacturing procedures assure the highest quality standards. Procedures are fully described in the
EC Quality Control Manual. Electronic Concepts will continue to advance the state-of-the-art by utilizing leading edge technology,
compact capacitor designs and establishing reliability procedures.
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